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Two-Year Limited Warranty to the Original Purchaser

Sonetics Corporation warrants to the original purchaser of its products, that they will be free
from defects in materials and workmanship, under normal and proper use, for the period of
two years from date of purchase. Sonetics Corporation will repair or replace, at its option,
any parts showing factory defects during this warranty period, subject to the following provisions.
This warranty applies only to a new product which has been sold through authorized channels
of distribution. All work under warranty must be performed by Sonetics Corporation. All
returned products must be shipped to our address, freight prepaid, accompanied by a dated
proof of purchase. The purchaser voids this warranty if he, she or others attempt to repair,
service or alter the product in any way. This warranty does not apply in the event of accident,
abuse, improper installation, unauthorized repair, tampering, modification, fire, flood, collision,
or other damage from external sources, including damage which is caused by user replaceable
parts (leaking batteries, etc.). This warranty does not extend to any other equipment or 
apparatus to which this product may be attached or connected. The foregoing is your sole
remedy for failure in service or defects. Sonetics Corporation shall not be liable under this or
any implied warranty for incidental or consequential damages, nor for any installation or
removal costs or other service fees. This warranty is in lieu of all other warranties, express or
implied, including the warranty of merchantability or fitness of use, which are hereby excluded.
To the extent that this exclusion is not legally enforceable, the duration of such implied 
warranties shall be limited to two years from date of purchase. No suit for breach of express
or implied warranty may be brought after two years from date of purchase.
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OVERVIEW

The Analog Interface connects Firecom's two-wire digital network system,
including panther series intercoms, to analog radios or Firecom's 30xx series
intercoms. The interface provides clear, digital, full-duplex communication
between the devices. In addition, the Analog Interface allows the panther
series user to receive and transmit radio traffic from any location using the
Firecom10 series headset. 

FEATURES

Power
A 2-pin connector that plugs in the power cable assembly and connects 
the Analog Interface to the vehicle's power supply.

Network Cable
The network cable, with two pairs of conductors, connects the Analog
Interface to the network and panther series intercoms.

Status Light
A status light indicating when the Analog Interface is operating 
properly. An internal diagnostic check is performed every time a unit is
turned on.

Direct Radio Connection
A 9-pin D-sub connection for direct radio interface to the network and
panther series intercoms.

Intercom Connection
A connection interface to the Firecom 30xx intercom (RJ connector,
6 position).

Auxiliary Input
A 3.5 mm stereo (3/2 conductor) jack used to receive miscellaneous
audio, such as a CD or a cassette tape player, into the intercom.

Auxiliary Output
A 3.5 mm stereo (3/2 conductor) jack used to provide miscellaneous 
output audio from the intercom to a device such as a digital recorder.

Receive Audio Adjust
An adjustment for setting the level of audio received to the intercom from
the mobile radio.

Hook Switch Delay
A switch used for adjusting the delay between the Push-To-Talk (PTT) on
the headset and the keying of the radio.

Transmit Audio Adjust
An adjustment for setting the level of audio transmitted to an appropriate
level for the radio.

54

Power

Front View

Back View

Side View
(not to scale)

Features

Network Cable

Status 
Light

Serial No.

Auxiliary 
Input

Auxiliary 
Output

Direct Radio 
Connection

Intercom 
Connection

Receive Audio Adjust

Hook Switch Delay

Transmit Audio Adjust



OPERATION

Communication to the Firecom 30XX series intercom is possible from every
unit on the network when an Analog Interface unit is installed on the two-
wire network. When headset use is desired, use only Firecom 10 series
headsets with the system.

If the Analog Interface is connected to a Firecom 30xx series intercom,
audio from the 30xx will be heard on all panther series base station speak-
ers, as well as panther series base and remote 10 series headsets, as long
as no audio traffic is initiated by the panther series system. The audio
includes radio traffic when a radio is connected to the Firecom 30xx series
intercom. Audio from the panther series system will always be heard over
the Firecom 30xx series intercom. For radio transmission, a panther series
base or remote station user must speak through a Firecom 10 series head-
set microphone and depress the headset PTT button.

If the Analog Interface is connected directly to a radio (no Firecom 30xx is
connected), audio from the radio will be heard on all panther series base
station speakers, as well as panther series base and remote station 10 series
headsets. Radio transmission is possible from a panther series base or
remote station 10 series headset. The user must speak through the headset
microphone and depress the headset PTT button to transmit.

The auxiliary in and out may be used to add other audio devices to the
network, as well as record audio from the network. The auxiliary in and 
out can only be used when the Firecom 30xx interface is not being used.
You may, however, use the auxiliary in and out on your Firecom 30xx series
intercom while it is connected to the Analog Interface for the same purpose.
When audio is provided to the auxiliary input on the Analog Interface, it
will be heard on all panther series base station speakers, as well as both
base station and remote station headsets. It will not be heard on remote
station speakers or on radio transmissions. Audio recorded off the auxiliary
out includes all audio from panther series base station headset microphones,
as well as all radio audio transmitted or received.

The Firecom two-wire network of products is designed for high-noise envi-
ronments and emergency applications. The Analog Interface connection to
the network is a critical part of the communication system. All audio from the
Analog Interface to panther series intercom units has a slightly lower sound
level because it is secondary communications.
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INSTALLATION

The Analog Interface unit must be installed on a flat surface, indoors or
inside a vehicle. The Analog Interface unit is not designed for outdoor
exposure. Mounting requires two #10 fasteners.



Pin#1: Brown- TX Audio Hi

Pin#2: Red- TX Audio Lo

Pin#3: Orange - PTT Hi

Pin#4: Yellow- PTT Reference

Pin#5: Green - Hook SwitchRelay (N.O.)

Pin#6: Blue- RX Audio Hi

Pin#7: Violet - RX Audio Lo

Pin#8: Gray - Hook Switch Relay(N.C.)

Pin#9: Black- Hook Switch Relay (C.)

Network
Cable: 22 gauge min.
(Shielded twisted
pairs are optimal but
not required.)

Power
12 -24 VDC
(0.5 Amps maximum.)
Wire size: 20 gauge min.

Auxiliary Connection
Input - 3.5mm, 2 or 3 - cond. jack
Output - 3.5mm, 2 or 3 - cond. jack

Firecom 30XX Intercom Connection
(See Appendix #A for plug
orientation and assembly.)

WHT - NET (+)
BLK - NET (-)

RED - NET (+)
BLK - NET (-)

RED - PWR (+)
BLK - PWR (-)
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Note: If a radio is connected to a Firecom 30xx intercom, a second connection
is not required for radio function on the two-wire network. Simply connect
the RJ connector, 6 position modular plug (see Appendix A for CA Cable
Modular Plug Installation).

WIRE CONNECTIONS



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


